
BU500  high power  Output 

UP converter  for  QO-100
Version 2H :  BU500  ready for use - housing ,  tested         Input  100mW       155 €
                              “gold edition”    for  SSB   CW   FM   FM-ATV    DVB

BU500H specification:

RF-in : 100~1300Mhz

Local Oscillator: Default:1968MHz for 70cm IF signal

1050MHz to 2700MHz   ( configurable by customer in 1Khz step – USB port , software included  )

Local Oscillator TK stability 2.5ppm  ( -30°…+75°C) ( for even more stability: external 10MHz input is available  )

RF-output: 2365~2500MHz

Output power:   >1700mW    ( SSB CW FM ATV FMATV )

                                 200mW        ( DVB-T DVB-S )

Vcc:   12V      ( 9V……16V )         0,9 Amper

For the Rx <--->Tx switch, please use IF signal !!!    ( PTT on your microphone )

 2 Watt 
Output !
   



BU500    UP converter  for  13cm  Band
Local oscillator  ( free programmable )  default Freq.  1968,00MHz         TK 2ppm

Input :  100MHz….1300MHz        Output :  2365MHz….2500MHz
Output:   500mW   FM  CW  SSB  Pactor mode            250mW  DVB-S mode

10MHz Clock version !!      GPS input possible !

Version 3 :  BU500 only pcb  “ready for use”     Input  -15dBm                            99 €
                               for  SSB   CW   FM   FM-ATV   digital mode    DVB

Version 1 :  BU500  case       ready for use , tested         Input  -15dBm               130 €
                               for  SSB   CW   FM   FM-ATV   digital mode    DVB

Version 2 :  BU500  case   ready for use ,  tested            Input   100mW            130 €
                              “gold edition”    for  SSB   CW   FM   FM-ATV    DVB

Order :   calvin@hides.com.tw                           Info :    oe7dbh@tirol.com 

Software download Link and  USB programming cable are included !!     (  LO programmable 1050…..2700MHz )
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